
PROPIEDADES TEST STANDARD CARACTERÍSTICAS
Structure - SO
Thickness EN 13329 10 +/- 0,5 mm
V-groove - V4
Locking system - Angle Angle
Floor heating - OK
CLASSIFICATION EN 13329 Class 23,33
Abrasion resistance EN 13329 AC5≥6000

Small ball AC5 ≥ 15N
Big ball AC5 ≥ 1000mm

Fire classification EN 13501-1 Cfl–s1
Thermal resistance EN 12667 10 mm: R < 0,082 (m2 K)/W
Slip resistance EN 13893 DS
Formaldehyde emission EN 14041 E1
Length (l) EN 13329 1380 +/- 0,5 mm
Width EN 13329 193 +/- 0,10 mm
Squareness of the element EN 13329 max≤0,20mm
Edge straightness EN 13329 max ≤0,30mm/m

fwconcave ≤ 0,15%,
fwconvex ≤ 0,20%
flconcave ≤ 0,50%,
flconvex ≤ 1,00%
haver.≤0,10 mm,
hmax.≤0,15 mm
oaver.≤0,15 mm,
omax.≤0,20 mm

Thickness swelling EN 13329 ≤14%
Blue wool scale not worse than 6
Grey scale, not worse than 4
5 (groups 1 and 2) -
4 (group 3 )

Light fastness EN 13329

Resistance to staining EN 13329

Height differences between elements (h) EN 13329

Openings between elements (o) EN 13329

Impact resistance EN 13329

Flatness (f) EN 13329
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