
Definición
Aquarelle Wall HFS
Revestimiento vinílico compacto 
para paredes (zonas húmedas)
Norma de Producto: EN 15102.

Granit Multisafe
Pavimento vinílico homogéneo con 
tetones en superficie  
Norma de Producto:  EN 649.

Optima Multisafe Pavimento 
vinílico homogéneo con 
tetones en superficie. Norma 
de Producto:  EN 649.

Granit Safe.T
Pavimento vinilico homogéneo 
antideslizante. 
Norma de Producto: EN 13845.

Multisafe Aqua
Pavimento vinílico heterogéneo 
compacto antideslizante
Norma de Producto:  EN 649.

WATERPROOF SYSTEM

Wetroom
Concept

Specification
Aquarelle Wall HFS
Compact printed vinyl wallcovering for use in wetroom.
Product standard: EN 15102.

Granit Multisafe 
Homogeneous single layered vinyl flooring with studded surface.
Product standard: EN 649.

Optima Multisafe 
Homogeneous vinyl flooring with studded surface.
Product standard: EN 649.

Granit Safe.T 
Slip resistant homogeneous vinyl flooring.
Product standard: EN 13845.

CERTIFICATION & CLASSIFICATION STANDARDS Aquarelle Wall HFS Granit Multisafe Optima Multisafe Granit Safe.T
CE Certification seYseYseYseY14041 NE
Classification –––ytud yvaeH952 NE

ISO 10874 - EN 685
431313–laicremmoC

Industrial 34–––

TECHNICAL CHARACTERISTICS STANDARDS Aquarelle Wall HFS Granit Multisafe Optima Multisafe Granit Safe.T
Wear layer thickness mm 00.2mm 00.2mm 00.2mm 21.0924 NE-04342OSI

Total thickness mm 00.2mm 52.2mm 05.2mm 29.0824 NE-64342OSI

Total weight ISO 23997 - EN 430 1 500 g/m2 3 010 g/m2 2 820 g/m2 2 950 g/m2

Abrasion Group mm 0.2 ≤:T puorG–2-066 NEssolemuloV 3 Group T: ≤ 2.0 mm3 Group P: ≤ 4.0 mm3

Form of delivery –––mc 002xmr 53.xorppa:slloR952 NE
Borders: 49 cm x 30 - 35 m

mr52 .xorppa :slloR624 NE-14342OSI x 200 cm Rolls: approx. 25 r m x 200 cm Rolls: approx. 25 r m x 200 cm

TECHNICAL PERFORMANCES STANDARDS Aquarelle Wall HFS Granit Multisafe Optima Multisafe Granit Safe.T
Dimensional stability % 04.0 ≤% 04.0 ≤% 04.0 ≤% 08.0 ≤434 NE-99932OSI
Curl resistance –––mm 2 ≤
Reaction to fire EN 13501-1 B-s2, d0 on gypsum plasterboard Class Bfl B ssalC1s fl B ssalC1s fl s1

and on A1 or and A2 substrate
m/Wk 8 ≥–1-9329OSI NE 2 ≥ 8 kW/m2 ≥ 8 kW/m2

ssapssapssap–2-52911OSI NE
Marine equipment IMO FTPS Part 5 and 2

–––356A.seR OMI

Residual indentation 0.02 mm
≤ 0.10 mm

0.02 mm
≤ 0.10 mm

0.02 mm
≤ 0.10 mm

–
Average measured value
ISO 24343-1 - EN 433 requirement

Castor chair test ISO 4918 - EN 425 elbatiuS–––
Bare foot test  CssalC–79015 NID (27°) Class B (18°) Class B (≥ 18°)

Underfoot heating C °72xam-elbatiuSC °72xam-elbatiuSC °72xam-elbatiuS–
Static electrical discharge Vk 2 <Vk 2 <Vk 2 <–5181 NE
Total VOC Emissions AgBB/DIBt ≤ 100 ug/m3 (after 28 days) ≤ 10 ug/m3 (after 28 days) ≤ 10 ug/m3 (after 28 days) ≤ 10 ug/m3 (after 28 days)
Acoustical absorption NF EN ISO 354 αw –––)H( 50.0
Electrical resistance 01 .xorppa–1801 NE 10 Ohm approx. 1010 Ohm –
Chemical resistance dooGdooGdooGdooG324 NE-78962OSI
Hygiene Does not contribute to infection spreading –––
Bacteria resistance ISO 846:Part C – Does not favour growth Does not favour growth Does not favour growth 
Thermal resistance EN 12667 0.01 m2 K/W approx. 0.01 m2 K/W approx. 0.01 m2 K/W approx. 0.01 m2 K/W
Light fastness 6 ≥6 ≥6 ≥6 ≥20B-501OSI NE
Slip resistance 01R01R01R–03115 NID

3.0 ≥3.0 ≥3.0 ≥–39831 NE
Seam strength mm 05/N 042 ≥:eulavegarevAmm 05/N 042 ≥:eulavegarevAmm 05/N 042 ≥:eulavegarevA002 ≥486 NE

Individual values: ≥ 180 N/50 mm Individual values: ≥ 180 N/50 mm Individual values: ≥ 180 N/50 mm
Colours 612131sredrob 2 + 23

2m

The above information is subject to modification for the benefit of further improvement. (12/12).

The Tarkett Wetroom Concept encompasses a system of waterproof floor and wall coverings that will render a room completely watertight. It can negate the requirement for shower trays, and the accessories
available will complete a design finish to a functional installation.

It is essential that the product is installed fully to the manufacturers instructions. Maintenance instructions, recommended adhesives and further information are available from the technical department.

CUSTOMS TARIFF : 482050000000F
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WATERPROOF SYSTEM

Wetroom
Concept

Specification
Aquarelle Wall HFS
Compact printed vinyl wallcovering for use in wetroom.
Product standard: EN 15102.

Granit Multisafe 
Homogeneous single layered vinyl flooring with studded surface.
Product standard: EN 649.

Optima Multisafe 
Homogeneous vinyl flooring with studded surface.
Product standard: EN 649.

Granit Safe.T 
Slip resistant homogeneous vinyl flooring.
Product standard: EN 13845.

CERTIFICATION & CLASSIFICATION STANDARDS Aquarelle Wall HFS Granit Multisafe Optima Multisafe Granit Safe.T
CE Certification seYseYseYseY14041 NE
Classification –––ytud yvaeH952 NE

ISO 10874 - EN 685
431313–laicremmoC

Industrial 34–––

TECHNICAL CHARACTERISTICS STANDARDS Aquarelle Wall HFS Granit Multisafe Optima Multisafe Granit Safe.T
Wear layer thickness mm 00.2mm 00.2mm 00.2mm 21.0924 NE-04342OSI

Total thickness mm 00.2mm 52.2mm 05.2mm 29.0824 NE-64342OSI

Total weight ISO 23997 - EN 430 1 500 g/m2 3 010 g/m2 2 820 g/m2 2 950 g/m2

Abrasion Group mm 0.2 ≤:T puorG–2-066 NEssolemuloV 3 Group T: ≤ 2.0 mm3 Group P: ≤ 4.0 mm3

Form of delivery –––mc 002xmr 53.xorppa:slloR952 NE
Borders: 49 cm x 30 - 35 m

mr52 .xorppa :slloR624 NE-14342OSI x 200 cm Rolls: approx. 25 r m x 200 cm Rolls: approx. 25 r m x 200 cm

TECHNICAL PERFORMANCES STANDARDS Aquarelle Wall HFS Granit Multisafe Optima Multisafe Granit Safe.T
Dimensional stability % 04.0 ≤% 04.0 ≤% 04.0 ≤% 08.0 ≤434 NE-99932OSI
Curl resistance –––mm 2 ≤
Reaction to fire EN 13501-1 B-s2, d0 on gypsum plasterboard Class Bfl B ssalC1s fl B ssalC1s fl s1

and on A1 or and A2 substrate
m/Wk 8 ≥–1-9329OSI NE 2 ≥ 8 kW/m2 ≥ 8 kW/m2

ssapssapssap–2-52911OSI NE
Marine equipment IMO FTPS Part 5 and 2

–––356A.seR OMI

Residual indentation 0.02 mm
≤ 0.10 mm

0.02 mm
≤ 0.10 mm

0.02 mm
≤ 0.10 mm

–
Average measured value
ISO 24343-1 - EN 433 requirement

Castor chair test ISO 4918 - EN 425 elbatiuS–––
Bare foot test  CssalC–79015 NID (27°) Class B (18°) Class B (≥ 18°)

Underfoot heating C °72xam-elbatiuSC °72xam-elbatiuSC °72xam-elbatiuS–
Static electrical discharge Vk 2 <Vk 2 <Vk 2 <–5181 NE
Total VOC Emissions AgBB/DIBt ≤ 100 ug/m3 (after 28 days) ≤ 10 ug/m3 (after 28 days) ≤ 10 ug/m3 (after 28 days) ≤ 10 ug/m3 (after 28 days)
Acoustical absorption NF EN ISO 354 αw –––)H( 50.0
Electrical resistance 01 .xorppa–1801 NE 10 Ohm approx. 1010 Ohm –
Chemical resistance dooGdooGdooGdooG324 NE-78962OSI
Hygiene Does not contribute to infection spreading –––
Bacteria resistance ISO 846:Part C – Does not favour growth Does not favour growth Does not favour growth 
Thermal resistance EN 12667 0.01 m2 K/W approx. 0.01 m2 K/W approx. 0.01 m2 K/W approx. 0.01 m2 K/W
Light fastness 6 ≥6 ≥6 ≥6 ≥20B-501OSI NE
Slip resistance 01R01R01R–03115 NID

3.0 ≥3.0 ≥3.0 ≥–39831 NE
Seam strength mm 05/N 042 ≥:eulavegarevAmm 05/N 042 ≥:eulavegarevAmm 05/N 042 ≥:eulavegarevA002 ≥486 NE

Individual values: ≥ 180 N/50 mm Individual values: ≥ 180 N/50 mm Individual values: ≥ 180 N/50 mm
Colours 612131sredrob 2 + 23

2m

The above information is subject to modification for the benefit of further improvement. (12/12).

The Tarkett Wetroom Concept encompasses a system of waterproof floor and wall coverings that will render a room completely watertight. It can negate the requirement for shower trays, and the accessories
available will complete a design finish to a functional installation.

It is essential that the product is installed fully to the manufacturers instructions. Maintenance instructions, recommended adhesives and further information are available from the technical department.

CUSTOMS TARIFF : 482050000000F
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TARKETT  
SUSTAINABILITY

TAG

Granit Multisafe

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0034-DoP-2013-07 
http://professionals.tarkett.com

According to European  
Classification ISO 10874 (EN 685)
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TARKETT  
SUSTAINABILITY

TAG

Optima Multisafe

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0036-DoP-2013-07 
http://professionals.tarkett.com

According to European  
Classification ISO 10874 (EN 685)
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*TVOC AT 28 DAYS
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Wall HFS

TARKETT  
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TAG

Aquarelle Wall HFS

EN 14041:2004

Manufactured by: Tarkett GDL S.A. 
Lentzweiler - LUXEMBOURG 

0131-0032-DOP-2013-07 
http://professionals.tarkett.com
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E
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TARKETT  
SUSTAINABILITY

TAG

Granit Safe.T

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0006-DoP-2013-07 
http://professionals.tarkett.com

According to European  
Classification ISO 10874 (EN 685)
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Multisafe Aqua
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Manufactured by: Tarkett France
08200 Sedan - FRANCE
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CERTIFICACION NORMAS Aquarelle Wall HFS Granit Multisafe Optima Multisafe Granit Safe.T Multisafe Aqua
Certificación CE EN 14041 Si Si Si Si Si
Clasificación EN 259 Uso intenso - - - -

ISO 10874 - EN 685 
Comercial 
Industrial 

 
- 
- 

 
31 
- 

 
31 
- 

34 
43 

33 
42 

NORMAS Aquarelle Wall HFS Granit Multisafe Optima Multisafe Granit Safe.T Multisafe Aqua
Espesor capa de uso ISO 24340 - EN 429 0.12 mm 2.00 mm 2.00 mm 2.00 mm 2.00 mm
Espesor Total ISO 24346 - EN 428 0.92 mm 2.50 mm 2.25 mm 2.00 mm 0.55 mm
Peso Total ISO 23997 - EN 430 1 500 g/m2 3 010 g/m2 2 820 g/m2 2 950 g/m2 3 100 g/m2

Formato Rollos
Rollos: 35 lm x 2 m
Cenefas 49 c m x 30-35 m

25 lm x 2 m 25 lm x 2 m 25 lm x 2 m 20 lm x 2 m

CARACTERÍSTICAS TÉCNICAS NORMAS Aquarelle Wall HFS Granit Multisafe Optima Multisafe Granit Safe.T Multisafe Aqua
Estabilidad dimensional ISO 23999 - EN 434 0.80 % 0.40 % 0.40 % 0.40 % ≤ 0.10 %
Abarquillamiento Si Si Si Si Si ≤ 8mm

Comportamiento al fuego EN 13501-1 B-s2, d0 sobre pladur
o base tipo A1 o/y A2 Clase Bfl s1 Clase Bfl s1 Clase Bfl s1 

Bfl s1 sobre cualquier base 
tipo A2fl o A1fl  (cemento) 
Cfl s1 pegado sobre 
cualquier derivado de la 
madera EN 13501-1

EN ISO 11925-2
–
–

 8 kW/m2

cumple
 8 kW/m2

cumple
 8 kW/m2

cumple
–
–

Certificación IMO IMO FTPS Part 5 and 2 
IMO Res. A653 – – – –

Punzonamiento Estático
Valor medio
ISO 24343-1 - EN 433 
requerimiento

–
0.02 mm 
≤ 0.10 mm 

0.02 mm 
≤ 0.10 mm 

0.02 mm 
≤ 0.10 mm 

≤ 0.10 mm 
≤ 0.10 mm 

Comportamiento sillas ruedas ISO 4918 - EN 425 – – – Idóneo –

Prueba pies descalzos DIN 51097 – Clase C (27°) Clase B (18°) Clase B (18°)
Clase A: dieño Water rings 
Clase C: diseño Stone y 
Fiber wood

Calefacción radiante - Idóneo - max 27° C Idóneo - max 27° C Idóneo - max 27° C Idóneo - max 27°C
Comportamiento electrostático EN 1815 – < 2 kV < 2 kV < 2 kV
Emisiones COV AgBB/DIBt 3≤ 10 ug/m (tras 28 días) ≤ 10 ug/m3 (tras 28 días) ≤ 10 ug/m3 (tras 28 dias) –

< 2 kV Antiestático sobre cemento –

Absorción acústica NF EN ISO 354 aw 0.05 (H) – – – –
Resisntencia elec.Transversal EN 1081 – aprox. 1010 Ohm aprox. 1010 Ohm – –
Comportamiento a químicos ISO 26987 - EN 423 Bueno Bueno Bueno Bueno Bueno
Comportamiento a bacterias ISO 846:Part C - No favorece su crecimiento No favorece su crecimiento No favorece su crecimiento –
Resistencia térmica EN 12667 0.01 m2 K/W aprox. 0.01 m2 K/W aprox. 0.01 m2 K/W aprox. 0.01 m2 K/W 0.01 m2 K/W
Solidez Colores EN ISO 105-B02 ≥ 6 ≥ 6 ≥ 6 ≥ 6 ≥ 6

Resistencia al deslizamiento DIN 51130 
EN 13893

-
-

R10
≥ 0.3

R10
≥ 0.3

R10
≥ 0.3 ≥ 0.3µ

Resistencia a la tracción EN 684 ≥ 200 Valor Medio: ≥ 240 N/50 mm
/5Valor individual: ≥ 180 N 0 mm

Valor Medio: ≥ 240 N/50 mm 
0 NValor Individual: ≥ 18 /50 mm

Valor Medio: ≥ 240 N/50 mm
Individual values: ≥ 180 N/50 m

 Average value: ≥ 240 N/50 mm

Colores 32 + 2 cenefas 16 12 16 12

Estas informaciones dadas a título indicativo son susceptibles de ser modificadas. Para más información contacte con su delegación Tarkett.  

MULTISAFE OPTIMA 
n Is a studded homogeneous PVC
flooring available in 2 m widths, 
2 mm thick + 0.25 mm studs. It
has slip resistance B as 
determined by bare feet on an 
angled ramp (angle ≥ 18° 
according to standard DIN 

51097). This flooring does not contribute to infection 
spreading. It has a 0.03 mm wear layer (NF eN 433).

n Is 100 % recyclable and comes with a 10-year 
Guarantee. Emissions of volatile organic compounds 
(VOC) are lower than 10 μg/m3 (tVoc after 28 days).

GRANIT MULTISAFE 
n Is a studded homogeneous PVC
flooring available in 2 m widths, 
2 mm thick + 0.5 mm studs. It 
has slip resistance C as 
determined by bare feet on an 
angled ramp (angle ≥ 18° 
according to standard DIN 

51097). This flooring does not contribute to infection 
spreading. It has a 0.03 mm wear layer (according to NF 
EN 433).

n Is 100 % recyclable and comes with a 10-year 
Guarantee. Emissions of volatile organic compounds 
(VOC) are lower than 10 μg/m3 (tVoc after 28 days).

MULTISAFE AQUA 
n Is a slip resistant 
heterogeneous vinyl flooring 
available in 2m width, 2mm
thick. It has slip resistance Class 
A (Water Rings design) and Class 
C (Stone & Fiber Wood designs)
as determined by bare feet on an 

angled ramp (angle ≥18° according to standard DIN
51097). The surface is strengthened and made easier to 
maintain by TopClean XP polyruethane surface 
treatment.

n Is 100% recyclable and comes with a 10-year 
guarantee. Emissions of volatile organic compounds 
(VOC) are lower than 100µg/m3 (TVOC after 28 days).

GRANIT SAFE.T 
n Is a slip resistant homogeneous 
PVC flooring available in 2 m 
widths, 2 mm thick. It has slip 
resistance class B as determined 
by bare feet on an angled ramp
(angle ≥ 18° according to 
standard DIN 51097). The surface 

is strengthened and made easier to maintain by Safety 
Clean XP, a photoreticulated polyurethane treatment. This 
flooring does not contribute to infection spreading. It has
a 0.03 mm wear layer (NF eN 433).

n Is 100 % recyclable and comes with a 10-year 
Guarantee. Emissions of volatile organic compounds 
(VOC) are lower than 10 μg/m3 (tVoc after 28 days).

AQUARELLE WALL HFS 
n Is a PVC wall covering 
especially suitable for use in wet 
areas. This flooring does not 
contribute to infection 
spreading. It is available in 2 m 
widths and is 0.92 mm thick.

WALL BORDER
n The PVC wall border is especially suitable for use in wet 
areas. It helps preventing infection spreading. It comes in 
lengths 0.49 m x 30 ml and is 0.92 mm thick.

TARKOMOUSSE 
n Is a glass fibre reinforced PVC underlay with a foam 
underside. Used with a floor covering, it offers acoustic 
reductions of 19 dB with Multisafe Granit and 17 db with 
Granit Safe.T and Multisafe Aqua (Technical data and 
installation instructions are available upon request). 
It comes in 2 meter widths. 
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